
Aktive ultraflache Full HD DVB-T Zimmerantenne

zum Empfang von DVB-T/DVB-T2

- Frequenzbereich: 470 - 790 MHz

- UHF Empfang

- Verstärkung: UHF: 30 dB

- Geräuschunterdrückung: <3,5 dB

- Widerstand: 75 Ohm

- mit LTE Filter

- Gewicht: 290 g

- RoHs-konform

Möglichkeit der Stromversorgungen:

1. via 5 V Antennenspannung des DVB-T Receivers,

2. via  DC Buchse (mit beiliegenden 230 V Netzteil)

Lieferumfang:

- Netzteil 230 - 240 V~ 50 Hz 25 mA / 6 V DC 50 mA

- Montagefuß 

- Klettverschlussstreifen

- 1.5 m Anschluss-Kabel mit Koax-Stecker

DVB-T DIA-06F ultraflat; 

4G/LTE filtre
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Active full HD DVB-T ultraflat room antenna

for reception of DVB-T/DVB-T2 (DTT)

- frequency range: 470 - 790 MHz

- UHF reception

- UHF gain: 30 dB

- Noise Figure: <3.5 dB

- Impedance: 75 Ohm

- with LTE filter 

- Weight: 290 g

- RoHS compliant

Power supply possibilities:

1. Via the 5 V antenna voltage of the DVB-T receiver

2. Via the DC socket with power supply

Included in delivery:

- power supply 230 - 240 V~ 50 Hz / 6 V DC 50 mA

- mounting stand 

- loop fastener

- 1.5 m coaxial cable with IEC plug


