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HDMI™-Umschaltbox 3 auf 1 (4K @ 60 Hz)

- ermöglicht den gleichzeitigen Anschluss von bis zu 3x HDMI™-Quellgeräten an 1x HDMI™-Ausgabegerät
- schaltet automatisch auf das aktivierte Gerät um, wenn mehrere HDMI™-Quellen angeschlossen sind; 

optional kann manuell per Schalter zwischen Port 1 bis 3 gewählt werden
- Betrieb erfolgt entweder mit zusätzlicher Stromquelle über die Micro-USB-Buchse oder 

ohne externe Stromversorgung direkt über das angeschlossene HDMI™-Gerät

Anschlüsse - Eingänge:  3x HDMI™-Buchse
Anschlüsse - Ausgänge:  HDMI™-Stecker
Eingang:    5,0 V       , 1,0 A
HDCP-Spezifikation:  HDCP 2.2, 1.4
Datenübertragungsrate:  max. 18,0 Gbit/s
Auflösung:   4K @ 60 Hz 4:4:4, 3D 1080p @ 60 Hz (Ausgang: bis zu 5 m)
Farbtiefe:    8-bit, 10-bit, 12-bit
Unterstützte HDMI™ Audioformate: Stereo, LPCM, Dolby Digital /DTS (Dolby 5.1, 
    Dolby 7.1), Dolby-AC3, Dolby true HD Master, 
    Dolby Atmos
Schutzklasse:   III
Betriebstemperatur:   0 °C ~ +40 °C
Lagertemperatur:   -20 °C ~ +55 °C
Relative Luftfeuchtigkeit:   10 ~ 85 % RF (ohne Kondensation)
Abmessungen:   111,5 x 107 x 19 mm
Kabellänge:   55 cm
Gewicht:    107 g

- allows for simultaneously connecting up to 3x HDMI™ source devices to 1x HDMI™ output device

- automatically switches to the enabled device when multiple HDMI™ sources are connected:

optionally, port 1 to 3 can be selected manually via switch

- operates either with additional power source via the micro USB socket or without external 

power supply directly via the connected HDMI™ device

Connectors - Inputs:  3x HDMI™ socket

Connectors - Outputs:  HDMI™ plug

Input:    5.0 V       , 1.0 A

HDCP specification:   HDCP 2.2, 1.4

Data transmission rate:  max. 18.0 Gbit/s

Resolution:   4K @ 60 Hz 4:4:4, 3D 1080p @ 60 Hz (output: up to 5 m)

Colour depth:   8-bit, 10-bit, 12-bit

Supported HDMI™ audio formats: Stereo, LPCM, Dolby Digital /DTS (Dolby 5.1, 

    Dolby 7.1), Dolby-AC3, Dolby true HD Master, 

    Dolby Atmos

Protection class:   III

Operating temperature:   0 °C ~ +40 °C

Storage Temperature:  -20 °C ~ +55 °C

Relative humidity:    10 ~ 85 % RH (no condensation)

Dimensions:    111.5 x 107 x 19 mm

Cable length:   55 cm

Weight:    107 g

HDMI™ Switch 3 to 1 (4K @ 60 Hz)


