
Der    ist ein voll ausgestatteter FULL HD Twin Tuner (Plug&Play)(4 Tuner mit Twintunermodul) PVR mit Linux Open-
source Betriebssystem, sowie einem großen 3,2

 „
 Farb LCD und einem grafischen VFD Display. Zu den Hauptmerkmalen ge-

hören: gleichzeitige Mehrfachaufnahmen, das Abspielen verschiedenster Mediaformate aus dem Bereich Musik, Video und
Bilder. Durch eine direkte Internetanbindung lassen sich zahlreiche Plugins für Dienste, wie Internetradio, YouTube, IPTV etc., 
zusätzlich implementieren.

1 GByte Flash, 2GB RAM E-SATA / 3 x USB

Opera Browser / HBBTVTwin Plug&Play Tuner

WiFi on Board

3,2“ Farb LCD
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Gigabit LAN
HD Transcoding

Funktion

1,3 GHz
Dual-Core-Prozessor

PVR (2.5“ HDD)
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Technische Daten Display

USB 2.0

Smart card slot

Common Interface

Key

Tuner

Video output (composite)

Video output (component)

Video/Audio output (digital)

Connection TV

Audio output (analogue)

Audio output (digital)

USB 2.0

Ethernet

Wlan

Ext. Wlan Antenna

RS 232

FAN

e-SATA

Main range

Power consumption (typ. Operation/
Stand-by)

RF range C/T/SAT

FEC, de-mutliplexer

Video Resolution

Video decoding

Input data rate

S/N

Decoding

Sampling rate

S/N

LNBsupply (horiz./vert.)

Control Signal

Dimensions(WXHxD)

Weight

Remote

Dual Screen 3,2“ Color LCD and Graphic type VFD Display displaying

channel names and program information, pictures and  picons

1

2

2

„1 Touch“

2 x pluggable tuner (DVB-S2/C/T and Dual)

1 x Cinch-socket

YPbPr

1 x HDMI

1 x Scart socket

2 x Cinch socket

Standard optical (SPDIF)

2

1

built in

1 Slot

1

Automatic FAN control

1

100-250 /50-60V/Hz

25W /0,5W

47-864 MHz /950-2,150 MHz

DVB-S2/DVB-C/DVB-T Standard

CCIR 601 (720 X 576 lines), 576p, 720p, 1080i, 1080p

MPEG-2, MPEG-4 compatible

2-45 Msymb/s

>53dB

AC3, MPEG-4 (AAC-HE), MPEG-1, Layer 1, 2 and 3

32/4.1 /48KHz

>65 dB

14/18; Max. 400 V/mA

22KHz; ToneBurst; DiSEqC 1.0/1.1/1.2; USAL

380 x 60 x 290mm

4.0 kgs

Universal Remote

home of


